
LX Mini Map 
Installation solutions 

 

1 General 
The unit comes with a suitable mounting frame which makes possible to install the unit in 
any cockpit. A snap in fixation system makes insertion and also reinsertion very easy. 
Delivery included is also a suitable harness which depends on mounting frame type. A part of 
harness is also a Junction Box and this device enables an absolutely plug and play installation 
of electrical connections. 
 
 

2 Mounting frames 
The mounting frames are black colored aluminum parts which are coming in several variants; 
the variant depends on installation intentions.  
 

2.1 Basic mounting frame 
Consist of an aluminum black painted plate wit snap in fixation device and four holes which 
makes possible to install the unit over one 80 mm standard cut out.  
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
A cut out for 9 P connector is situated in the central part of the frame. 
Landscape and also portrait  orientation is possible. 



2.2 Advanced mounting frame 
This is an extension of basic version and can be used in cases where the Mini Map won’t be 
installed on the panel surface. Another back mounted aluminum part  is added to the basic 
version, where a 9P connector and a gooseneck are mounted. As the unit is snapped in also all 
electric connection are done automatically. This makes possible to use LX Mini Map in 
different gliders.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Landscape and also portrait  orientation is possible. 
 
 



3 Junction Box 
Every unit comes with Junction box; this is in fact a printed circuit board with one 6P 
telephone type connector for GPS connection, two 9P SUB D connectors for connection of 
vario unit and possible interfaces and a spring terminal block. The spring terminal block 
terminates the wires coming out of LX Mini Map. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



4 Gallery 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

On panel installation controlled by LX Remote stick 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

On panel installation controlled by keyboard module



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Out of panel installation after using of gooseneck 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Out of panel installation after using of existent PDA support  


